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FEATURES/APPL | CAT IONS

® High Q over awide frequen cy range.

® With magnetic shield radiation.

e Directly connected on ferrite core.

Winding to winding isolation 200 Vrms.

Highly accurate dimensions for automatic mounting.

e Resistance to soldering heat Max three 10 second
reflows at +260°C, parts cooled to room temperature
between cycles Moisture Sensitivity Level (MSL)1
(unlimited floor life at <30°C/85°C relative humidity.

SMERE (BfL: mm)
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(Product type:SMH type.
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12 for Length 12. 00mm,
5 for Height 5. Omm.
(®Electrical code:221 for 220w H.
@Tolerance:M for+20% N for+30%.
(®Packing style:T for carriet tape reel; B for in bulk

(@External dimensions:Quadrate,

SHAPE AMD DIMENSIONS (unit :mm)

Fig1
Fig2
75 TYPE A B C (max) 1 J H K Fig
SMH74 7.34+0.3[7.3+0.3 4.8 1.1 0.8 2.1 7.5 1
SWH125  [12.040.3[12.040.3 6.5 | 2.0 | 1.5 | 40 | 12.5 2
SMH127 12.040.3[12.0£0.3] 8.5 2.0 1.5 4.0 12.5 2
A MERE Electrical Characteristics —SMH74 Series
Part No Test condition| Inductance Toierance DC Resistance Rated DC current
. s . 30% drop I rms (A) Max
e 1 gps Sl PANE = 0/ = 15
T R MRS g (o H) N7 (%) HLH (Q) MAX T oat () Vax ETH Trms
SMH74-100M 100kHz/0. 1V 10 +20 0.20 1.5 1.24
SMH74-220M 100kHz/0. 1V 22 +20 0.44 1.05 0.84
SMH74-330M 100kHz/0. 1V 33 +20 0. 60 0.85 0.76
SMH74-470M 100kHz/0. 1V 47 +20 0.84 0.7 0.61
SMH74-680M 100kHz/0. 1V 68 +20 1. 28 0.6 0.51
SMH74-101M 100kHz/0. 1V 100 +20 1. 80 0. 49 0. 45
SMH74-151M 100kHz/0. 1V 150 +20 2.70 0.4 0.34
SGEE H DL RS R R SR B AT LAY /2 o Special inquiries besides the above common used types can be meet.
HAMERE Electrical Characteristics —SMH125 Series
Part No Test condition| Inductance Toierance DC Resistance Rated DC current
[ e . 30% drop I rms (A) Max
S bl gps TR A & N 9 25 Q ‘ o
PR MR SAF g (o H) n7E (%) B (Q) MAX —— LT Trms
SMH125-100M 100kHz/0. 1V 10 +20 0.12 3.7 2.8
SMH125-220M 100kHz/0. 1V 22 +20 0.23 2.51 2.1
SMH125-330M 100kHz/0. 1V 33 +20 0.27 2. 11 1.6
SMH125-470M 100kHz/0. 1V 47 +20 0.35 1. 63 1.4
SMH125-680M 100kHz/0. 1V 68 +20 0.43 1.42 1.2
SMH125-101M 100kHz/0. 1V 100 +20 0.64 1.1 1
SMH125-151M 100kHz/0. 1V 150 +20 0.95 0.91 0.78
SMH125-221M 100kHz/0. 1V 220 +20 1.38 0.76 0.71
SMH125-331M 100kHz/0. 1V 330 +20 2. 18 0. 64 0.56
SMH125-471M 100kHz/0. 1V 470 +20 3. 18 0.5 0.41
SMH125-681M 100kHz/0. 1V 680 +20 4.12 0.44 0.35
SMH125-102M 100kHz/0. 1V 1000 +20 6.12 0.35 0.29

SGEE S DL RS R R SR B AT LAY /2 o Special inquiries besides the above common used types can be meet.
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