SML Series

SMD POWER INDUCTOR
SMLEUN: H TR,




HIRED SMD POWER INDUCTOR SMLZEIUb F- T 2% Hh

43 4E K2 v FB FEATURES/APPL | CAT | ONS
o (FH#HTELEIZH TN, e Carrier tape packing use for SMT
o MiKE, KEMRMBME, \fAaK e Highrated current & Low DCR, octagon
o T FHLE . ® Magnetically shielded construction.
® ERATEIFEMNIIZE. e Suitable for reflow SMT Craft sodering.
o iR, TEROHSIES. e Lead free products, ROHS compliant.
o iZMATHIFRE, HE~m, A e Widely use in Power supply equipment/Digital
FrBEESHR, IR, DVDIEME, ZicA Products/Scanner/DC-DC converter/CD-ROM/
A, EWRFEFZ. DVD player/Lapton & Notebook/VGA/Displaycard etc.
PR 7R PRODUCT INDICATION
SML 8D43 330 M 1/B
| | | | |
OFmZER: SMLEY, (DProduct type:SML type.
@ WRF: I\fafz, 8DFRETES. Omm, @External dimensions:Octagon, 8D for Diameter8.Omm,
43K <54 3mm. 43 for Height 4. 3mm.
@BEHFERTI30KRIBLH, ®FElectrical code:330 for 33uH.
@ORIFANE: MRIRL20%, NFRTRE30%. ®Tolerance:M for+20% N for=+30%.
GaEAFR: TRTFHETELE, BRTRELE, (®Packing style:T for carriet tape reel; B for in bulk
MR (BfL: mm) SHAPE AMD DIMENSIONS (unit :mm)
|
TS TYPE[ A vax B Max H Max D E F N I J
SML8D28 9.0 8. 30 3.0 6.3 1.2 2.6 3.3 3.0 6.0
SML8D38 9.0 8. 30 4.0 6.3 1.2 2.6 3.3 3.0 6.0
SML8D43 9.0 8. 30 4.5 6.3 1.2 2.6 3.3 3.0 6.0
SML8D58 9.0 8. 30 6.0 6.3 1.2 2.6 3.3 3.0 6.0
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