SMP Series
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Y5 1E X 2 FB FEATURES/APPL | CAT | ONS

o FRHIEFEIEIEH TSN, e Carrier tape packing use for SMT
o TRFME MHRAUERE. ® Flat bottom surface ensure reliability mounting
® HiiRkEHAZZIRER, e Magnetficlly shielded with robust temperature infection
o MIXHER, IKERHEM, EfE: 5 2mm- ® High rated current & Low DCR,Diameter:5.2mm-
12.8mm, S5/&: 1. 8mm—6. 8mm. 12.8mm,Height:1.8mm-6.8mm.
® ERTFEIRESNTIE. e Suitabie for reflow SMT craft soldering.
TSR, THAROHSIES . ® Lead free products,ROHS compliant.
"Rz AT EmEBNER, MERE e Widely use in PC and Peripheral equipments/
@, HFEGEN, REBiREiR, Telecommunication/Digital Products/Digital VCR/
FHPEEEEIRE, LCD conerter/DC-DC converter etc.
FaalTt Ay PRODUCT INDICATION
SMP 0520 220 M T/B
» @ © ® @ ©
OFFmZER: SMPEL, (DProduct type:SMP type.
@S MR ~F: 055Kk ~ETZE5. Omm (@External dimensions:05for Diameter 5. Omm,
20R TS E2. Omm 20for Height 2. Omm.
GBS MR R2205% 722 1 H, ®Flectrical code:220 for 22uH.
ORFANE: MRRE20% NFRRE30%. @Tolerance:M for+20% N for=30%.
OBEAR: TRTEFTHE, BRREE. ®BPacking style:T for carriet tape reel; B for in bulk
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E:E—’TYPE (Max) (Max) (Max) (Ref) (Ref)
SMP0520 5.2 5.2 2 1.4 1.2 0.6 | 4.00 1.00 | 4.00 1
SMP0530 5.2 5.2 3 1.4 4.2 0.6 | 4.00 100 | 4.00 1
SMP0630 6.3 6.2 3 2 4.8 0.6 4.6 2.6 1.5 1
SMPO635 6.3 6.2 3.5 2 4.8 0.6 4.6 2.6 4.5 1
SMP1040 10. 4 10. 4 1.5 3 6 2 3.3 2.2 6.4 2
SMP1230 12.7 12.7 3.5 6 10.5 2 6.4 2.2 10 2
SMP1250 12.7 12.7 5.0 6 10.5 2 6.4 2.2 10 2
SMP1260 12.7 12.7 6.5 6 10.5 2 6.4 2.2 10 2
SMP1280 12.7 12.7 8.5 6 10.5 2 6.4 2.2 10 2
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HIRED

SMP Series

SMD Shielded Power Inductors

S MR Electrical Characteristics —SMP0520 Series

Part No Test condition | Inductance | Toierance DC Resistance Rated DC current

e . . . . HUE I

et WAL | w o | A% @ aﬁ%m<e>mx@ﬂ%ﬁﬂii“%%£%1ms
SMP0520—2R2M 100kHz/0. 25V 2.2 +20 0. 0590 1.63 1. 64
SMP0520—3R3M 100kHz/0. 25V 3.3 +20 0. 0730 1. 34 1. 45
SMP0520—4R7M 100kHz/0. 25V 4.7 +20 0. 086 1. 14 1. 22
SMP0520-6R8M 100kHz/0. 25V 6.8 +20 0.101 0. 95 1.1
SMP0520-100M 100kHz/0. 25V 10 +20 0.15 0.76 0.87
SMP0520-150M 100kHz/0. 25V 15 +20 0.210 0.63 0.72
SMP0520-220M 100kHz/0. 25V 22 +20 0. 276 0. 56 0. 66
SMP0520-330M 100kHz/0. 25V 33 +20 0. 450 0.44 0.48
SMP0520-470M 100kHz/0. 25V 47 +20 0. 726 0. 36 0.35
SMP0520-680M 100kHz/0. 25V 68 +20 0. 936 0. 30 0.33
SMP0520-101M 100kHz/0. 25V 100 +20 1. 50 0.23 0.24

SO H DL IS PR R B SR 0 m] DL /& o Special inquiries besides the above common used types can be meet.

A MEfRE Electrical Characteristics —SMP0530 Series

Part No Test condition | Inductance | Toierance DC Resistance Rated DC current

e . \ i

e WA | R o | a2 o aﬁ%m<g>mx@ﬁ%ﬁﬂiiﬁ%g£%1ms
SMP0530—2R2M 100kHz/0. 25V 2.2 +20 0. 0270 2.92 2. 64
SMP0530—3R3M 100kHz/0. 25V 3.3 +20 0. 0350 2. 36 2. 26
SMP0530-4R7M 100kHz/0. 25V 4.7 +20 0. 046 1. 87 2.01
SMP0530-6R8M 100kHz/0. 25V 6.8 +20 0. 069 1.51 1. 65
SMP0530-100M 100kHz/0. 25V 10 +20 0. 09 1.33 1.41
SMP0530-150M 100kHz/0. 25V 15 +20 0. 142 1. 05 1.1
SMP0530-220M 100kHz/0. 25V 22 +20 0. 208 0. 86 0.81
SMP0530-330M 100kHz/0. 25V 33 +20 0. 257 0.72 0.75
SMP0530-470M 100kHz/0. 25V 47 +20 0. 352 0. 62 0.64
SMP0530-680M 100kHz/0. 25V 68 +20 0.525 0.51 0.52
SMP0530-101M 100kHz/0. 25V 100 +20 0.801 0.43 0.44

SO DL F IS IR R B SR 0 m] DL /& o Special inquiries besides the above common used types can be meet.
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Electrical Characteristics —SMP1260 Series

Part No Test condition | Inductance | Toierance DC Resistance |Rated DC current

e ke MR ST U (p H) [ A% (%) | AVHE Q) MAX B Hiji (A) MAX
SMP1260-100M 1kHz/0. 25V 10.0 +20 0. 025 4
SMP1260-120M 1kHz/0. 25V 12 +20 0. 027 3.5
SMP1260-150M 1kHz/0. 25V 15 +20 0. 030 3.3
SMP1260-180M 1kHz/0. 25V 18 +20 0.034 3
SMP1260-220M 1kHz/0. 25V 22 +20 0. 036 2.8
SMP1260-270M 1kHz/0. 25V 27 +20 0.051 2.3
SMP1260-330M 1kHz/0. 25V 33 +20 0. 057 2.1
SMP1260-390M 1kHz/0. 25V 39 +20 0. 068 2.0
SMP1260-470M 1kHz/0. 25V 47 +20 0.075 1.8
SMP1260-560M 1kHz/0. 25V 56 +20 0.110 1.7
SMP1260-680M 1kHz/0. 25V 68 +20 0. 120 1.5
SMP1260-820M 1kHz/0. 25V 82 +20 0. 140 1.4
SMP1260-101M 1kHz/0. 25V 100 +20 0. 160 1.3
SMP1260-121M 1kHz/0. 25V 120 +20 0.170 1.1
SMP1260-151M 1kHz/0. 25V 150 +20 0. 230 1.0
SMP1260-181M 1kHz/0. 25V 180 +20 0. 290 0.9
SMP1260-221M 1kHz/0. 25V 220 +20 0. 400 0.8

SGEH DL RURS AR R B SRt ] DAY /2 o Special inquiries besides the above common used types can be meet.

S MERE Electrical Characteristics —SMP1280 Series

Part No Test condition | Inductance | Toierance DC Resistance [Rated DC current

AT k) M AT K (u H) | A% (O | B (Q) MAX |BUE I (A) MAX
SMP1280-100M 1kHz/0. 25V 10.0 +20 0.021 5
SMP1280-120M 1kHz/0. 25V 12 +20 0. 024 4.9
SMP1280-150M 1kHz/0. 25V 15 +20 0. 027 4.5
SMP1280-180M 1kHz/0. 25V 18 +20 0.039 3.9
SMP1280-220M 1kHz/0. 25V 22 +20 0. 043 3.6
SMP1280-270M 1kHz/0. 25V 27 +20 0. 045 3.4
SMP1280-330M 1kHz/0. 25V 33 +20 0. 064 3.0
SMP1280-390M 1kHz/0. 25V 39 +20 0.072 2.8
SMP1280-470M 1kHz/0. 25V 47 +20 0. 100 2.5
SMP1280-560M 1kHz/0. 25V 56 +20 0.110 2.4
SMP1280-680M 1kHz/0. 25V 68 +20 0. 140 2.1
SMP1280-820M 1kHz/0. 25V 82 +20 0. 160 2.0
SMP1280-101M 1kHz/0. 25V 100 +20 0. 220 1.7

SR EH DL RS PR R SR A AT G A

m Z7E Notes:
o FHIBAMINRAX -

HP4286A/VR11535[R|ZFLCR Meter.

Inductance instrument:HP4286A or LCR Meter equivalent.
o HURMNAZF: 1kHZ/100kHZ.
Inductance testing condition:1kHz/100kHz .

o H BHISAAX VR 153 ¢ [7) 25 U DCRINAA BE 4

DCR instrument: VR1153 or DCR test equipment equivalent.
o iE LMK VR7210 & VR1153.

Rated Current test:VR7210 & VR1153.
o T e e FUBR R PR 20%EELE EIH40°C I EUH fe IMEAVE R B FL .

Rated Current definition:Inductance drop by 20% or temperature rise by 40°C,

the iesser of the minimum as the rated current.
o BUEE: —25°C~80°C; AINHEAE: RH65%~85%.
Temperature storage range:—25C~80°C;the relative humidity:RH65%~85%.
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. Special inquiries besides the above common used types can be meet.




